
D r a i n a g e  s y s t e m s D r a i n a g e  s y s t e m s

Latest
Technology innovation:

Sensationally light
and stable.

The new dimension in drainage channels.

Innovative concrete composition
+ new production technology
= many advantages for you

 FILCOTEN

the revolutionary
development which 

brings you
real advantages.

Now ensure 

SUPER 

introduction 

conditions!!!* 

  *Further information at

www.filcoten.com

FILCOTEN

BG-Graspointner GmbH & Co KG, A-4882 Oberwang (Mondseeland), Gessenschwandt 39,Tel: (+43 6233) 89 00-0, Fax: (+43 6233) 89 00-303, 
office@graspointner.at, www.graspointner.at



FILCOTEN - The most innovative concrete composition...

FILCOTEN - light: current supply programme

What is FILCOTEN?

Advantages of FILCOTEN

FILCOTEN - light applications

Specifications FILCOTEN - light 100

Total length 1000 mm

Total width 126 mm
Nominal width 100 mm
Slope 0 %
Total height 55 mm  l  90 mm  l  115 mm
Weight without grating 6,1 kg / 9,2 kg / 10,7 kg
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FILCOTEN

3 different covers available.
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Production technology for tomorrow’s concrete products.
Our new material is a completely mineral building material.
A high-quality fibre-reinforced composite is produced in an innovative 
production process through the mixing and processing of fibres, cement 
and aggregates. 
This special procedure enables the production of highly stable, thin-walled 
and light components. The highly dosed fibre proportion in combination 
with high-performance concrete opens up completely new perspectives 
compared to the classic building material concrete.
No plastics are used in FILCOTEN technology.

FILCOTEN technology ensures many advantages due to:

•  Lower component weight thanks to innovative production technology,
   thus lower transportation costs and quicker installation
  

•  Conserves resources and sustainable in material and production

•  More environmentally friendly due to the use of purely mineral raw  
   materials – fully recycleable

•  High compressive and bending tensile strength due to innovative   
   fibre-reinforced composite 

•  Highly improved impact strength for safe handling and installation

•  Smooth internal surfaces of the body of the channel guarantee  
    the best flow properties. 

•  Rough external surfaces of the channel wall ensure a good
   connection with the encasing concrete

•  Recesses on the outside of the channel guarantee secure 
   holding in the concrete foundation 

In principle,  FILCOTEN - light drainage channels can be installed/used 
in any application, where a maximum load of Cl. C 250 kN in accordance 
with EN 1433 is required.

Optimum fields of use are, for example:

• House driveways		  • pedestrian zones

• pavements		  • office buildings

• car parks		  • sports grounds

• patios			   • and similar areas

More resistant to breakage and impacts
due to very high fibre proportion

Smooth on the inside, rough on the outside
Two advantages in one

Lower weight
Easy handling and installation

High compressive strength
Due to high-performance concrete

More environmentally friendly
Natural construction materials are recycleable

FILCOTEN - light

Make use of your advantages and arrange an appointment with us!

... of all time.
We have developed a production process for drainage channel production which 
combines many advantages:  lighter, stronger, impact-resistant – channel bodies 
made of fibre-reinforced composite!

The modern fibre concrete channel system.
Slotted grating,  SW 8/85, Cl. A 15 kN,
in galvanized or stainless steel V2A

Mesh grating,  MW 30/10, Cl. B 125 kN,
in galvanized or stainless steel V2A

Ductile iron mesh grating, MW 15/25, 
Cl. C 250 kN






